Text book Assi gnnent:

ASSIGNMENT 4

“JP-5 Afl oat
Af | oat
4-65 through 5-16.

Bel ow Deck Systens and Operations (continued),” and “JP-5
Fl i ght Deck Systens and Operations,”

chapters 4 and 5, pages

4-1.

4-2.

4-3.

4- 4,

VWhat type of gage is nornally
install ed on the suction side of a

punp?

1. Sinmpl ex

2. Conpound

3. Differentia
4.  Dupl ex

VWi ch type of tanks, |ocated
bet ween voids, are an integra
of the ship’s underwater

part
protective

syst en?

1. Wng

2. Deep centerline
3. Doubl e-bottom
4.  Peak

Wy are twin wing tanks enptied and
filled as a unit?

1. The rate of flowis increased

2. To preserve the list and trim
of the ship

3. The rate of flow is decreased

4. To lessen the chance of
cont am nati on

The top of a double-bottomtank is
al so the

1. outer shell of the ship

2. vertical bulkhead of the
punproom

3. inner skin of the ship

4. deck of the bilge
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4-5.

4-6.

4-7.

4-8.

The JP-5 storage tanks are used for
bul k storage of JP-5. What is the
difference, if any, in JP-5in a
service tank conpared to JP-5in a
storage tank?

1. It passed through a filter or
centrifugal purifier
2. It was filled directly from the

refueling station downcomer

3. It contains clean JP-5 defuel ed
from defuel ed aircraft
4, None

VWhat device prevents air pressure
from building up or a vacuum from
forming in a JP-5 tank when the
tank is being enptied or filled?

A service suction pipe
A transfer suction pipe
An air escape riser

An overflow |line

B~ e

Why shoul d you be concerned about
ship's side cleaners spray painting
near tank air escape vents?

1. The paint could get in the line
and contami nate the fuel

2. The paint will mix with the
JP-5 and lower its flash point

3. The paint could clog the flane
arrester and block the flow of
air

4. The paint will dissolve the
grease applied during PM5

What device is installed in the
overflow line to prevent overfl ow
from the overflow tank going into

anot her storage tank?
1. dobe valve

2.  One-way check val ve
3. Cate valve

4. Butterfly valve



4-9,

4-10.

4-11.

4-12.

4-13.

4-14.

VWich of the following fittings is
installed at the |ower end of a
soundi ng tube?

Brass vortex plate
Striker plate

Brass non-vortex plate
Bel l mouth fitting

VWi ch of the follow ng devices
is/are installed in the tank at the
end of a fill and suction tail pipe?

1. Splash plate
2. Nonvortex fitting
3. Both 1 and 2 above
4.  Striker plate
is the specified fill rate of

What
JP-5 storage tanks?

1. 500 gpm
2. 200 gpm
3. 300 gpm
4. 400 gpm

What tanks are the first to be
enpti ed when transferring fue
internally and the last to be
filled when receiving fuel aboard?

Overfl ow t anks
Servi ce tanks
Cont am nat ed t anks
Peak tanks

=

Where do overfl ow tanks overflow to
when they are full?

O her overfl ow tanks
The cont am nat ed tank
Over board

Bi |l ge sunmp tank

BwN e

The service tank fill and suction
tail pipes are exactly the sanme as
the fill and suction tail pipes for
st orage tanks.

1. True
2. Fal se
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4-15.

4-16.

4-17.

4-18.

4-19.

Each service tank has a
recirculating line installed
hori zontally in the opposite end

from the suction tail pipe. How far
off the bottom of the tank is the
recirculating line installed?

1. 12 in.

2. 18 in.

3. 24 in.

4, 26 in.

Bef ore you enter any JP-5 tank for

i nspection or cleaning, the tank
nmust be certified safe for entry by
whont?

The bel ow decks CPO
V-4 division LCPO
V-4 division officer
The gas-free engi neer

The GEM TLI transmitter mounted
vertically within the tank is
conpri sed of magnetic reed

swi t ches. At what intervals are
the switches capped into the
transmtter?

1. 1in.
2. 2.in.
3. 3in.
4, 4 in.

The calibrate potentiometer in the
primary receiver is adjusted to
what anmount of power supply output?

1. 10 volts ac
2. 10 anps ac
3. 10 volts dc
4. 10 anps dc

VWhat operates the tap switches in
the transmitter?

1. Current in the potentioneter
2. The cable system

3.  The sl osh danpener

4. A magnet in the float



4- 20.

4-21.

4-22.

4- 23.

4-24.

The tap switches are arranged so
vol tage drops are read at the
receiver after how nuch fl oat
travel ?

1. Every 1/4 in.
2. EBvery 1/2 in
3. Every 3/4 in
4. Every 7/8 in

Included in the primary receiver
housing are the dc power supply,
el ectrical slosh danpening control
all alarm controls, and the

secondary receiver
indi cating neter
ac power supply
soundi ng gage

After calibration, the toggle
switch is held in the FULL REF
position and a full-scale neter
reading is observed. What should
this reading indicate?

A ground in the transmitters
A ground in the receivers
Bad el ectrical connections
Cables and electrical
connections are good

B ow e

Wiy is a capacitor connected across
the indicating nmeter?

1. To prevent neter fluctuation
caused by sloshing in the tank
2. To prevent a power surge from
damagi ng the indicating neter
3. To indicate a | ow power supply
4. To indicate high voltage

The alarm control system (SENS PAK)
is normally used for indicating
what factor(s) in the tanks?

1. High leve
2. Low |evel
3. Both 1 and 2 above
4, Overfl ow

4-25.

4-26.

4-27.

4-28.

4-29.

Whi ch SENS PAK al arm contro

adj ustment substitutes the float
simulator circuit for the
transmitter in the indicating neter
circuit for alarm adjustnent?

Normal sinulate switch

Fl oat simul ator potentioneter
Hi gh al arm potentioneter

Low al arm pot enti onet er

:|>OOI\.)I—‘

On the mnmic diagramof the contro
consol e, what color is used to
indicate the stripping systenf

1. Purple
2. Green
3. Red

4. Bl ack

What manual contains the JP-5
systens operating procedures for a
specific ship?

1. Technical Manual for Shipboard
Avi ation JP-5 Fuel Systens

2. Aviation Fuels Operationa
Sequenci ng System (AFCSS)

3. NAVSEA Technical Manual
Chapter 542, Gasoline and JP-5
Syst ens

4. Aircraft Refueling NATOPS
Manua

What copy of AFOSS woul d be found
ina filter roon?

Di vision officer’s copy
Work center copy

Wor kst ati on copy

Mast er copy

5w e

VWhat devices are used to conpletely
enmpty JP-5 and bal |l ast tanks that
have been bal |l asted before
receiving fuel?

Mai n eductors

Transfer punps
Auxi liary punps
Stripping punps

bl e



4- 30.

4- 31.

4- 32.

4- 33.

4-34.

4- 35.

Before fuel can be punped Into any 4-36.
tank in a nest of storage tanks
what condition nust be met?
1.  The service tanks nust be ful
2. The fuel nust be purified
3. The overflow tank for that nest
nust be enpty
4, Al other tanks in that nest
nmust be enpty
4-37.
Typically, what is the mninum
nunber of tanks that should be open
when receiving fuel ?
1. Six
2. Two
3. Eight
4.  Four
4- 38.
VWich of the following is NOT a
consi derati on when you are
determ ning the duration of a
recei ving operation?
1. Speed of the ship
2. Amount to be received
3. Punping rate of the tanker
4. Maximum receiving rate
Underway refueling stations should
be manned at |east how many m nutes 4- 39.
before the fueling time?
1. 15 mn
2. 30 mn
3. 45 mn
4. 60 mn
4- 40.
VWi ch tanks are nornmally filled
first during a refueling operation?
1. Doubl e-bottom
2. Wng
3. Service
4.  Overflow
4-41.

VWere is the initial flow of JP-5
directed during an underway
repl eni shment ?

1. Service tanks

2.  Peak tank

3. Contam nated settling tanks
4.  QOverboard
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Overflow mains leading into
overfl ow tanks are designed to
all ow what flow rate of overfl ow
into overflow tanks?

1,000 gpm
1,500 gpm
2,000 gpm
2,500 gpm

W e

After the initial sanples are
obt ai ned, how often are sanples
t aken when on-1oadi ng fuel ?

1. Every 15 nin
2. Every 20 min
3. Every 30 min
4, Every 60 mn
A fuel sample fails to neet the

cl eanliness requirenents during a
refueling operation. Wo makes the
final decision on acceptance or
rejection of the fuel?

1. The person taking the sanple

2. The quality surveillance |ab
supervi sor

3. The division officer

4. The commandi ng officer

To obtain maxi mum settling tinme, it
is standard procedure to purify
into the in-use service tank.

1. True
2. False
VWhat is the settling time for JP-5

per foot of height?

1. 1 hr
2. 6 hr
3. 3 hr
4. 12 hr
When underway, JP-5 service tanks

are stripped daily and what other
times?

Every 3 hours

Every 6 hours

Just before use

Just before pulling inport

oo



Stripping main valves to the
stripping punp suction header

Fl ood and drain nmanifold val ve
to the stripping nain

Si ngl e-val ved stripping nmanifold
valve to the tank to be stripped

Stripping punp di scharge val ve
Cut out valve from the di scharge
header to the contani nated

storage tank

Stripping punp inlet valve

I N ASVEERI NG QUESTI ON 4-42, REFER TO
FI GURE 4- A
FI GURE 4- A
4- 42, Sel ect the sequence in which you

shoul d open the valves before
starting-the storage tank stripping

punps.

1. B, C A D F E
2. C B A E F D
3. C B, A F D E
4. A B, C F D E

4- 43,

The pi pe capacity is 120 gallons
and the punp capacity is 50 gallons
a mnute. Approxinmtely how many
m nutes must el apse after the
stripping operation has started on
the next storage tank before a
concl usive sanmple of JP-5 can be

t aken?

AWN R
nw N ol
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4- 44,

4- 45,

How shoul d you mininize vibration
when starting the purifier with a
dirty bow ?

wat er
pressing the

1. By admitting sea
i medi ately after
START button

2. By filling the purifier with
fuel from the transfer punps

3. By starting the transfer punps
before you start the purifier

4. By punping out the sunmp tank to
make sure all the fuel in the
purifier has drained out

The notor-driven stripping punp is
used to consolidate the last 24

i nches remaining in the storage
tanks. The punp’s discharge header
is aligned so that this fuel is

di scharged into the

stripping tailpipes
overfl ow tank

transfer main

contam nated settling tank

B w e

Service tank

Downconmer

Servi ce punp di scharge header
Transfer main
Transfer punp di scharge header

Filling connection

Service punp

I N ANSVEERI NG QUESTI ON 4-46. REFER TO
FI GURE 4-B

4- 46,

FI GURE 4-B

Sel ect the correct sequence of flow
when off-1oading JP-5 froma
service tank

1 A G C E D B, F
2. A C G E D B F
3. A G C E B D F
4. A C G B, E, D. F




4-47.

4- 48,

4- 49,

Whi ch of the follow ng operations
requires flushing the entire JP-5
service systenf

Shi pyard over haul

Maj or rework on the system
Drai nback for maintenance
Each of the above

oD

Where are sanples of JP-5 obtained
when flushing the service systenf?

1. Froma test connection on the
pressure fueling nozzle

2. Fromthe telltale valve on the
doubl e-val ved mani fold

3. Fromthe sanple connection in
the aft-service punp discharge
header

4, Both 2 and 3 above

VWhat is the Navy' s |argest
pol I ution problen?

Air pollution
Noi se pollution
Di oxi n pol [ ution
O 1 pollution

e

Vhich of the following is an

i ncorrect statenent about the

functions of the C a-Val

fuel / defuel valve?

1. It acts as an energency shutoff
val ve

2. It evacuates the entire piping
system

3. It maintains a constant

di scharge pressure

4, It relieves discharge pressure
ri sing above a predeterni ned
| evel
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4-51.

4-52.

4-53.

4-54.

In the nmain valve, the fueling

val ve and defueling val ve each uses
a well supported and reinforced

di aphragm as its operating neans
Normal |y each valve is in what
position?

1. The fueling valve is spring-
| oaded open and the defueling
valve is held open by its
wei ght

2. The fueling valve is spring-
| oaded closed end the defueling
valve is held open by its own
wei ght

3. The fueling valve is held
closed by its own weight and
the defueling valve is spring-
| oaded open

4. The fueling valve is held open
by its owmn weight and the
defueling valve is spring-
| oaded cl osed

VWi ch valve in the Cla-Val unit
controls the delivery pressure when
the main valve is in the fueling
node?

1. Fueling pressure relief contro

val ve
2. Defueling pressure relief
control valve

3. Pressure reducing control valve

4.  Hytrol valve

Spring action holds which of the
foll owi ng val ves open?

1. Fueling pressure relief contro

val ve
2. Defuellng pressure relief
control valve
3. Defueling main valve
4, Pressure reducing control valve
Whi ch valve shifts the C a-Val unit
fromthe defuel to the fuel node of
operation, and fromthe fuel to the
defuel node of operation?
1. SOpPV
2. Hytrol valve
3. Defueling valve
4,  Pressure reducing control valve



4-55.

4- 56.

4-57.

4- 58.

VWi ch valve prevents the fuel hose
from chargi ng too quickly by
controlling the reaction time of
the fueling valve?

1. Flow control valve

. SOPV

3. Fueling pressure relief contro
val ve

4. Pressure reducing control valve

When there is an increase in the
downstream pressure that is high
enough to overcone the force of the
spring in the defueling pressure
relief control valve, which of the
followi ng valves wll open?

1. The SOPV, both relief valves,
and the defueling valve

2. The defueling pressure relief
control valve and the defueling
val ve

3. The pressure reducing contro
val ve and both pressure relief
control valves

4. The flow control valve

When adjusting the delivery
pressure on the da-Val station,
what pressure should you adjust the
pressure reduci ng control valve to
first?

1. 10 psi higher than the desired
delivery pressure

2. 10 psi lower than the desired
delivery pressure

3. At the desired delivery
pressure

4. 0 ps

When the final adjustnent on the
Cla-Val is nmade, at what pressure
will the fueling valve's pressure
relief control valve be set?

1. 10 psi higher than the delivery
pressure

2. 7 1/2 psi higher than the
delivery pressure

3. 5 psi higher than the delivery
pressure

4. 2 1/2 psi higher than the
delivery pressure

4-59.

4- 60.

4-61.

4-62.

4- 63.

In a swing joint, what device
connects the continuity wire to the

spi der assenbly?

An anmphonel gasket
A spider joint

A nylon collar

An anphonel stud

VWhat device prevents the hose ree
from moving when it is not in use?

A gear chain

A manual brake

A locking pin

An automatic catch

W e

VWhat is the standard length for a
conpletely assenbled 2 1/2-inch
col | apsi bl e hose?

1. 20 ft
2. 25 ft
3. 40 ft
4, 50 ft

After cutting back and pressure
testing a fuel hose, which of the
follow ng actions nust you take
before fueling aircraft with that
hose?

1. Flush the hose

2. Sanple the hose

3. Test the sanple on the CFD to
see if it is acceptable

4, Each of the above

The quick-di sconnect has fenale
threads on one end to accept the
hose coupling. What device(s)
is/are used to connect the other
end to the nale end of the nozzle
adapt er ?

1. 3/8-inch nuts and bolts

2. A fermmle ball bearing quick
rel ease

3. A pie flange

4. Swedge | ocks



4- 64.

4- 65.

4- 66.

What part of the pressure refueling 4- 67.

nozzl e houses the operating

l'i nkage?

1. Collar assenbly

2. Nose seal assenbly
3. Body

4.  Poppet

Gravity fueling nozzles are bl ocked
open when being used on the sane
station as pressure refueling

nozzl es.

4-68.
1. True
2. False

Port abl e defue
by what force?

punps are operated

1. The service systemriser
pressure

2. The power take-off (PTO of a
tow tractor

3. The ship's |l ow pressure air

4. The ship’s high pressure air
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VWhat will happen to the solenoid on
the Cla-Val if continuity is broken
in any place?

1. It will reenergize with a
5-second del ay

2. Its warning buzzer will emt an
audi bl e alarm

3. It will immediately reenergize

4. 1t will remain energized unti
the toggle switch on the nozzle
is placed in the OFF position

If a hose ruptures while you are

fueling and the continuity circuit

is not broken, what, if anything

wi || happen?

1. The hose will shift into the
def uel node

2.  The defuel punp on the station
will automatically shut off
causing the Cla-Val to shift to

the defuel node
3. The fuel hose will self sea
4. Not hi ng



